
Z1H. Paulin & Co., a division of The Hillman Group Canada ULC

Head            
Style

Diameter           
of                 

Screw
2 3 4 5 6 8 10 12 1/4 5/16 3/8

Round* A - diameter Max .162 .187 .211 .236 .260 .309 .359 .408 .472 .590 .708
Min    .146 .169 .193 .217 .240 .287 .334 .382 .443 .557 .670

H - height .069 .078 .086 .095 .103 .120 .137 .153 .175 .216 .256
.059 .067 .075 .083 .091 .107 .123 .139 .160 .198 .237

J - recess A/F .050 .070 .070 .091 .091 .112 .112 .133 .133 .191 .191
T - recess depth .057 .066 .066 .106 .106 .127 .127 .150 .158 .194 .194

Pan A - diameter Max .167 .193 .219 .245 .270 .322 .373 .425 .492 .615 .740
Min    .155 .180 .205 .231 .256 .306 .357 .407 .473 .594 .716

H - height .053 .060 .068 .075 .082 .096 .110 .125 .144 .178 .212
.045 .051 .058 .065 .072 .085 .099 .112 .130 .162 .195

J - recess A/F .050 .070 .070 .091 .091 .112 .112 .133 .133 .191 .191

T - recess depth .057 .066 .066 .106 .106 .127 .127 .158 .158 .194 .194
Oval A - diameter Max .172 .199 .225 .252 .279 .332 .385 .438 .507 .635 .762

Min    .147 .171 .195 .220 .244 .292 .340 .389 .452 .568 .685
H - c'sink depth .051 .059 .067 .075 .083 .100 .116 .132 .153 .191 .230

.040 .048 .055 .062 .069 .084 .098 .112 .131 .165 .200
0 - height .080 .092 .104 .116 .128 .152 .176 .200 .232 .290 .347

.063 .073 .084 .095 .105 .126 .148 .169 .197 .249 .300
J - recess A/F .050 .070 .070 .091 .091 .112 .112 .133 .133 .191 .191
T - recess depth .057 .066 .066 .096 .096 .115 .115 .143 .143 .194 .194

Flat A -diameter Max .172 .199 .225 .252 .279 .332 .385 .438 .507 .762 .635
Min    .147 .171 .195 .220 .244 .292 .340 .389 .452 .685 .568

H - height .051 .059 .067 .075 .083 .100 .116 .132 .153 .230 .191
.040 .048 .055 .062 .069 .084 .098 .112 .131 .200 .165

J - recess A/F .050 .070 .070 .091 .091 .112 .112 .133 .133 .191 .191
T - recess depth .057 .066 .066 .096 .096 .115 .115 .143 .143 .194 .194

Truss A - diameter Max .194 .226 .257 .289 .321 .384 .448 .511 .573 .698 .823
Min    .180 .211 .241 .272 .303 .364 .425 .487 .546 .666 .787

H - height .053 .061 .069 .078 .086 .102 .118 .134 .150 .183 .215
.044 .051 .059 .066 .074 .088 .103 .118 .133 .162 .191

J - recess A/F .050 .070 .070 .091 .091 .112 .112 .133 .133 .191 .191
T - recess depth .057 .066 .066 .096 .096 .115 .115 .143 .143 .194 .194

Fillister** A - diameter Max .140 .161 .183 .205 .226 .270 .313 .357 .414 .518 .622
Min    .124 .145 .166 .187 .208 .250 .292 .334 .389 .490 .590

H - c'bore depth .062 .070 .079 .088 .096 .113 .130 .148 .170 .211 .253
.053 .061 .069 .078 .086 .102 .118 .134 .155 .194 .233

0 - height .083 .095 .107 .120 .132 .156 .180 .205 .237 .295 .355
.066 .077 .088 .100 .111 .133 .156 .178 .207 .262 .315

J - recess A/F .031 .035 .039 .043 .048 .054 .060 .067 .075 .084 .094
T - recess depth .023 .027 .031 .035 .039 .045 .050 .056 .064 .072 .081

HEAD DIMENSIONS
MACHINE SCREWS and TAPPING SCREWS

ANSI B18.6.3. - 1972 ASME B18.6.3. - 2003

* Round Head Dimensions are to ANSI B18.6.3. - 1970

** Fillister Heads are available in Machine Screws only
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